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The PurePlace Building uses the advanced AFLPCO®* Photocatalytic Oxidation method to sanitize surfaces and clean 

the air. Both effective and harmless, OCTO Purifier is derived from enhanced aerospace technology (NASA patent 

released on public domain) and can eliminate viruses, bacteria, fungi as well as odours and volatile organic 

compounds.

OCTO PurePlace Building
P R O D U C T  D E S C R I P T I O N :              

Length: 655 mm

Width: 406 mm

Height: 97 mm 

Weight: 5500 g 

WEIGHT & DIMENSIONS

(Purifier device)

• Europe, United States, UK

• Self Install, wall Mount

• Self install PCO cell replacement  (every two years)

• User Washable Stainless steel “dust guard” filters

• Compliant with CE and FCC standards

• Electrostatic Air Cleaners, UL 867, Section 40, Fifth Edition, August 4, 2011 revision: August 7,2018

• CSA 22-2 No.187-15, Section 7, February 2015, April 2016 Revision

• Available in large quantities within one month from order

• Two Air Flow settings :Low / High: 60 / 120 CFM

• Two power settings (low/high)

• Coverage: up to 6000 sqft / 550m2

• Two power settings (low/high)

• 24VDC supply (external PSU provided with 110-230Vac input, 6 foot cord)

• Ozone Level: <0.05ppm

• 1/8″ thick brushed metal housing

• Octo PurePlace Building Appliance

• External Mains adapter with wide input range 110-230V input 50/60Hz

• Mains cord provided according to geography

octotelematics.com

*AFLPCO® is proprietary technology of Air For Life UK LTD.
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SPECIFICATIONS

OCTO does not guarantee, represent or warrant that the use of a photocatalytic oxidation purifier used in the OCTO PurePlace will prevent people from contracting any type of bacteria or virus based illness, including, but not 

limited to, the common cold, coronavirus or influenza.


